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About INTECH AIR & CLEAN TECH

INTECH Air & CleanTech are invested and developed servinginar
conditioning and Cleanroom field. INTEC Air & Clean Tech prod
Quality Standard which satisfied the demand of the domesticand 4

Vé INTECH Air & Clean Tech

St ménh la chuyén san xuat ra cac thiét bi xt Iy khong
khi trong linh vuc diéu hoa khong khi va phong sach
Vvdi tiéu chudn dat chat lugng cao, hudng téi phuc vu
thi trudng trong nudc va xudt khau.

% INTECH Air & Clean Tech has a team of
Engineers, Masters and Doctors from the top
technical universities in field of refrigeration and
air conditioning.

% High technology machinery and equipments.

% Almost-ten-year experience working with

foreign partners in Cleanroom.

OFFICES/ TRU SG

Ha Noi :
145 Ngoc Hoéi, Hoang Liét, Hoang Mai, TP Ha Noi

Béc Ninh:
L6 CNO8-3, KCN Yén Phong M4 rong, Bac Ninh

Sai Gon:
146/1 Budng Té6 Ngoc Van, Khu phé 1, P. Thanh
Xuan, Q. 12, TP. HCM

% INTECH Air & Clean Tech c¢6 d6i ngi ky su, thac

sy, tién sy dén tur cac trudng dai hoc ky thuat
uy tin trong nganh nhiét lanh va diéu hoa
khong khi.

% May moc, trang thiét bi hién dai

% Gan 10 nam kinh nghiém lam viéc véi ddi tac

nudc ngoai vé Phong sach

Products

AHU gas (Dx)

Water AHU

Low humidity gas AHU

Energy saving AHU (Coil reheat)
PAU

Cleanroom equipment

Industrial cooling equipment

Air Handling Unit (AHU) is produced by
modern technology consist of imported parts with
high quality. Its function responded completely all
customer requirements on temperature, humidity,
and air quality in rooms, as well as noise standards
of most applications in air conditioning and
ventilation.

The INTECH Air & Clean Tech AHU is designed
modularly to allow multi-clusters are connected
which assist in satisfying flexibly all of the client
requirements not only simple levels but also

complexones.

San pham
AHU gas ( Dx)
AHU nudc
AHU khi 8m sau
AHU tiét kiém ( Coil re-heat)
PAU xt ly cap gi6 tuci

Thiét bi phong sach

Thiét bi lanh cong nghiép

Thiét bixtr ly khédng khi (AHU) dugc sdn xuat theo cdng nghé hién dai véi linh phu kién dugc nhap khau chét luong cao.

C6 thé dap ting moi yéu cau ctia khach hang vé nhiét do, do am, chat lugng khéng khi trong phong ciing nhu cac

tiéu chudn vé d6 6n clia hau hét cac iing dung trong diéu hoa khong khi va thénggid.

Thiét bi x{r ly khong khi AHU INTECH Air & Cleantech dugc thiét ké dang moé dun, cho phép két néi nhiéu

cum va théa man linh hoat nhu cau ctia khach hang tir don gian dén phuctap.

(%NR & CLEAN TECH
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| Highlights OVERALL STRUCTURE OF AHU/ CAU TAO TONG THE CUA AHU

High aesthetics and enhanced anti-corrosion due to .
Outside of panel is coated an electrostatic class (Inox Filter G4  Filter G8  Cold rigs Water shield
Optional)

The product is specially designed, easy installation,
enhanced performance, stable operation, and
reliable. an electrostatic class (Inox Optional)

Price is more competitive than AHU that is imported
from Thailand or Korea.

Delivery time s fast.

Special aluminum frame which is able to insulate the
shell and the system sealed tight.

High secure level as AHU is doubly protected by using
of the heater.

Goods inspection after productionis strictly enforced.

INTECH Air & Cleantech AHU is compatible with
outdoor units of Trane, LG, Samsung, Toshiba, Daikin.

Uu diém ndi bat

(m3/h) Wind Flow/ Ddng san pham theo luu lugng gié

160,000

140,000

120,000
100,000
80,000
60,000 I

40,000
20,000

Candudi mCantrén
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DETAILED STRUCTURE OF AHU

% The frame is made of Aluminum materials having
insulation bridges combined with PU Panel to assist
in ensuring the hardness, durability, and corrosion
resistance during transportation as well as
installation and using.

% Corner connection is made of plastic materials
molded insulating bridge.

% The AHU base is very strong with steel texture and
powder coated, and frame base is also designed
holes to create the convenience of the up-down
process.

% Standard Panel is a 2-layer with removable design
easily by using process without compromising the
aesthetic of the entire AHU assembly. The contacting
location between the panel and the frame is sealed

specifically to ensure insulation and airproof.

% BO khung dugc lam bang nhém cau cach nhiét két

hgp Panel PU, ddm bdo do ciing, bén va chéng an
mon khi van chuyén ciing nhu khi 1&p dat va s

dung.

% GOc ndi dugc lam bang nhua duc, c6 cau cach

nhiét

# Chan dé AHU vimng chac lam bang thép, son tinh

dién, dé khung cing thiét ké cac 16 dé nang ha

thuan tién.

% Panel chuan laloai 2 16p vo, thiét ké theo kiéu théo

13p dugc dé c6 thé thao 1dp dé dang khi can thiét
ma khéng anh hudng dén tham my cda toan bo t6
hgp AHU. Nai tiép xuc gitta panel va khung dugc
dan giodng chuyén dung dam bao cach nhiét va

kin gio.

Corner Connection and bar shaping

The frame is made of Aluminum materials having
insulation bridges combined with Panel PU to assist in
ensuring the hardness, durability, and corrosion
resistance during transportation as well as installation
and using.

Corner connection is made of plastic materials molded

insulating bridge.

G6c néi va khung dinh hinh

B6 khung dugclam bang nhém cau cach nhiét két hgpvo panel Pu dam baoddciing,bén va chéng an mon khi van

chuyén cling nhukhildp dat va sirdung.

G6c néi duge lam bang nhua duc cau cach nhiét.

Panel PU

Standard Panel is a 2-layer with removable design easily
by using process without compromising the aesthetic
of the entire AHU assembly. The contacting location
between the panel and the frame is sealed specifically

to ensure insulation and windtight.

Base Frame

The AHU base is very strong with steel texture and
powder coating, and frame base is also designed holes

to create the convenience of the up-down process

Panel PU

Khung vo dugc lam tr Panel chuan la loai 2 16p vd, thiét ké theo kiéu thao 1ap dugc dé cé thé théo 13p dé dang

khi can thiét thich hgp vai khéng gian nho hep. Nai ti€p xuc gitia panel va khung dugc dan gioang chuyén

Chan dé AHU viing chac lam bdng thép dinh hinh, san tinh dién, dé khung cling thiét ké cacl6 dé nang hathuan dung dam bao cach nhiét va kin gié.

tién

qng & CLEAN TEGCH (,%NR & CLEAN TECH
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Plug Fan

¢ Flowrate: 1000 m3/h- 60 000 m3/h

e Pressure head: 200 Pa- 1000 Pa
» Capacity: 0.1 kW - 30 kW

Quat ly tam hudng truc

*  Luulugng tir: 1000 m3/h dén 60 000 m3/h
« (ot aptu: 200 Pa dén 1000 Pa
» Congsuat tur: 0,1 kw dén 30 kw

Direct Drive Fan Centrifugal Fans With Belt

o ) ) * Flowrate: 1000 m3/h - 150 000 m3/h
The fan creates transmission directly by using the

* Pressure head: 300 Pa- 1400 Pa
» Capacity: 0.2 kW - 80 kW

operation of the 3-phase motor without the belt,

therefore the dust generation does not exist, which is

suitable for the cleanroom applications.

Quat Truyén Pdng Truc Tiép Quat ly tam c6 day dai

Quat truyén dong truc tiép véi dong cd 3 phase *  Luulugng tir 1000 dén 150 000 m3/h
khong st dung dai nén khéng phat sinh bui, pht hop . COtaptr300 dén 1400 Pa
véi cac ing dung phong sach.

e COngsuat tir0.2 kW dén 80 kW

Flow rate: 600 m3/h - 20 000 m3/h
Pressure head: 150 Pa- 1000 Pa
Capacity: 0.2 kW - 8 kW

Luu lugng ti: 600 m3/h dén 20 000 m3/h
Cot ap tir: 150 Pa dén 1000 Pa
Cong suat tir: 0,2 kw dén 8 kw

(1300) 1044
Air flow direction
= g N
50 q 6-218
The base plate is made of hot galvanized steel with
Plioa) / high durability to keep the engine running
§000 smoothly and stably.
A \ Tam dé khung
500 / :
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Tam dé khung dugc lam tir thép ma kém néng cé

d6 bén cao gitp dong co hoat dong ém va 6n dinh.

Fan Blade & Motor

Screws and blades are made of hot galvanized steel
with high durability.

Three-phase motors reduce noise in sync with external

rotor.

Canh quat & Pong co

Truc vit va canh quat déu dugc lam bang thép ma

kém nong vai do bén cao.

Dong cobaphagiamtiéng 6n dong bd véi rdto ngoai.

G@NR &« CLEAN TECH
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Cudn lam mat

Chitiét:

Dan Coil vai hé sé truyén nhiét cao.

Tén that ap suét qua coil thap.

Hiéu qua trao d6i nhiét am téi uu.

C6 thékéo ra, ddy vao bén héng té hap

Dan coil véi day cong sudat rong va phu hop véi

nhiéu méi chat.

Structure & Coil Frame

Seamless coil is made of copper tubes and aluminum

The frame is made of galvanized steel or stainless steel

as required.

Két cau va Khung coil

Dan coil dugc lam bang éng déng va canh nhom.
Dan khung dugc lam bédng ton trang kém hoac bang

thép khong gi theo yéu cau.

Detail Features:

* High heat transfer coefficient.

» Low-pressure damage.

» The efficiency of exchange between moisture
and heat is optimum.

* Pulled out and pushed into easily to the side of
the combination.

» Seamless coil unit with a wide capacity range and

suitable for many solvent substances.

Filters are designed the wind airtight in which filter
frame is easy and convenient for cleaning and filter
replacement.

INTECH Air & Clean Tech can design AHU with a
variety of filters depending on the needs of

customers.

Phin loc, Ludi loc

Cum phin loc dugc thiét ké kin gi6, khung phin
théo 1ap nhanh gitp cong tac vé sinh hay thay thé
phin m&i dugc thuan tién va dé dang.

INTECH Air & Cleantech c6 thé thiét ké AHU véi
nhiéu loai phin loc khac nhau tuy theo nhu cau cta

khach hang.

TECHNICAL SPECIFICATIONS

Model AHU

Wind flow (m3/h)

Luu lugng gid

(m3/h)

Wind flow (m®h)  Pressure mast Height Width
Lwu lwong gié (pa) Chiéu cao Chiéu réng

(m3/h) Cot ap (pa) (mm) (mm)

AER-003 3,000 600 800 700

AER-004 4,000 600 800 900
AER-006 6,000 800 800 1,300
AER-008 8,000 800 800 1,600
AER-010 10,000 800 1,400 1,100
AER-012 12,000 800 1,400 1,300
AER-014 14,000 1,000 1,400 1,400
AER-016 16,000 1,000 1,400 1,600
AER-018 18,000 1,000 1,400 1,800
AER-020 20,000 1,000 2,000 1,400
AER-025 25,000 1,000 2,000 1,700
AER-030 30,000 1,000 2,000 2,000
AER-035 35,000 1,200 2,000 2,300
AER-040 40,000 1,200 2,000 2,600
AER-045 45,000 1,200 2,000 2,900
AER-050 50,000 1,200 2,000 3,200
AER-060 60,000 1,200 2,200 3,500
AER-070 70,000 1,200 2,200 4,000
AER-080 80,000 1,400 2,200 4,600
AER-090 90,000 1,400 3,200 3,500
AER-100 100,000 1,400 3,200 3,900
AER-110 110,000 1,400 3,200 4,200
AER-120 120,000 1,400 3,200 4,600
AER-130 130,000 1,400 3,200 5,000
AER-150 150,000 1,400 3,200 5,700

G@Am & CLEAN TECH
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Phong sach Linh kién dién tir

Cac nha méy san xuét linh kién dién tr doi hoi phai kiém soét
néng do chia hat bui, cac loai chat 6 nhiém & mot mic do cho
phép. Trong khi do, viéc dau tu mot hé théng diéu hoa khdng
khi dat tiéu chudn la mét giai phap hap ly trong viéc gidi quyét

cacvan dé vé nhiét do, dd am, ap suat phong, do sach

Phong sach Dugc pham

Phong sach tuan thu cac tiéu chudn GMP la diéu can thiét

cho céac nha san xuat dung dugc pham. Céc tiéu chudn
GMP ap dung cho cac linh vyc nguyén liéu, quan ly nhan
vién, co sG va trang thiét bi, quy trinh san xuat, déng goi,
chat lugng san pham. Muc dich ctia cac tiéu chuan nay la
giam 6 nhiém va tang chat lugng san phdm quan trong

doivéistickhoé va su an toan clia moi ngudi.

Electronic components manufacturers require the
control of dust concentrations, types of pollutants
to a certain extent. At the same time, investing in a
standard air-conditioning system is a reasonable

solution to solving problems of temperature,

humidity, room pressure, cleanliness.

Cleanrooms compliant with GMP standards which
are essential for pharmacy. The GMP standards apply
to the fields of materials, personnel management,
facilities and equipment, production processes,
packaging, product quality. The purpose of these
standards is to reduce pollution and increase
product quality that is important to health and
safety of people.

Electronics Cleanroom Hospital Cleanroom

Clean rooms ensure aseptic environment,
preventing infection of the patient's surgical area.
Germs, bacteria, and pathogens can not intrude
into the interior of the operating room and can not

harm the patient or doctor performing the

operation.

GMP Cleanroom Cleanroom for food processing

Food processing is a small but growing segment in
the cleanroom industry. As the total cost of food
plants is rising and the level of spending on food
hygiene is increasing at a rapid speed.
More importantly, the domestic market is growing
rapidly with changing eating habits. Food quality is
increasingly being emphasized, so cleanrooms are

increasingly being used.

Phong sach ddm bdo mo truong voé trung, ngan ngiia
nhiém trung déi véi ving mé cda bénh nhan. Vi trung,
vi khudn va nhitng mam bénh déc hai khéng thé xam
pham vao khéng gian bén trong phong mé va khong
thé gay hai dén bénh nhan, trg ly, cling nhu bac si thuc

hién ca mé.

Phong sach Thuc pham

Ché bién thuc pham la mét phan doan nhé nhung
dang phat trién nhanh chéng trong nganh céng nghiép
phong sach. Bac biét, chat lugng do an dang ngay mot
tang cling vdi théi quen an udng thay déi, t8ng chi phi
cho cac nha méy thuc phdm dang ngay mét tang va mdc
d6 chi tiéu vao phong sach thucphdm: dang tang véi ty

|é nhanh.

qng & CLEAN TECH
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